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Environmental Protection Agency § 60.41 

Pollutant 
Units 

(7 percent oxy-
gen, dry basis) 

HMIWI Emissions limits Averaging time 1 Method for demonstrating com-
pliance 2 

Dioxins/furans .. ng/dscm total 
dioxins/furans 
(gr/109 dscf) 
or ng/dscm 
TEQ (gr/109 
dscf).

240 (100) or 5.1 (2.2) .. 3-run average (4-hour minimum 
sample time per run).

EPA Reference Method 23 of 
appendix A–7 of part 60. 

Hydrogen chlo-
ride.

ppmv ............... 810 ............................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 26 or 
26A of appendix A–8 of part 
60. 

Sulfur dioxide ... ppmv ............... 55 ................................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 6 or 
6C of appendix A–4 of part 
60. 

Nitrogen oxides ppmv ............... 130 ............................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 7 or 
7E of appendix A–4 of part 
60. 

Lead ................. mg/dscm (gr/ 
103 dscf).

0.50 (0.22) ................... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

Cadmium ......... mg/dscm (gr/ 
103 dscf).

0.11 (0.048) ................. 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

Mercury ............ mg/dscm (gr/ 
103 dscf).

0.0051 (0.0022) ........... 3-run average (1-hour minimum 
sample time per run).

EPA Reference Method 29 of 
appendix A–8 of part 60. 

1 Except as allowed under § 60.56c(c) for HMIWI equipped with CEMS. 
2 Does not include CEMS and approved alternative non-EPA test methods allowed under § 60.56c(b). 

[74 FR 51407, Oct. 6, 2009] 

Subpart D—Standards of Perform-
ance for Fossil-Fuel-Fired 
Steam Generators 

SOURCE: 72 FR 32717, June 13, 2007, unless 
otherwise noted. 

§ 60.40 Applicability and designation 
of affected facility. 

(a) The affected facilities to which 
the provisions of this subpart apply 
are: 

(1) Each fossil-fuel-fired steam gener-
ating unit of more than 73 megawatts 
(MW) heat input rate (250 million Brit-
ish thermal units per hour (MMBtu/ 
hr)). 

(2) Each fossil-fuel and wood-residue- 
fired steam generating unit capable of 
firing fossil fuel at a heat input rate of 
more than 73 MW (250 MMBtu/hr). 

(b) Any change to an existing fossil- 
fuel-fired steam generating unit to ac-
commodate the use of combustible ma-
terials, other than fossil fuels as de-
fined in this subpart, shall not bring 
that unit under the applicability of 
this subpart. 

(c) Except as provided in paragraph 
(d) of this section, any facility under 
paragraph (a) of this section that com-
menced construction or modification 

after August 17, 1971, is subject to the 
requirements of this subpart. 

(d) The requirements of §§ 60.44 (a)(4), 
(a)(5), (b) and (d), and 60.45(f)(4)(vi) are 
applicable to lignite-fired steam gener-
ating units that commenced construc-
tion or modification after December 22, 
1976. 

(e) Any facility subject to either sub-
part Da or KKKK of this part is not 
subject to this subpart. 

[72 FR 32717, June 13, 2007, as amended at 77 
FR 9447, Feb. 16, 2012] 

§ 60.41 Definitions. 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Act, and in subpart 
A of this part. 

Boiler operating day means a 24-hour 
period between 12 midnight and the fol-
lowing midnight during which any fuel 
is combusted at any time in the steam- 
generating unit. It is not necessary for 
fuel to be combusted the entire 24-hour 
period. 

Coal means all solid fuels classified 
as anthracite, bituminous, subbitu-
minous, or lignite by ASTM D388 (in-
corporated by reference, see § 60.17). 

Coal refuse means waste-products of 
coal mining, cleaning, and coal prepa-
ration operations (e.g. culm, gob, etc.) 
containing coal, matrix material, clay, 
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